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Ceiling Cassette Unit

● 360°air discharge;

● Width and length of case are only 570mm

● Selection of air return dual temperature sensors: Match with wired controller can select air return temperature 
sensor or wired controller temperature sensor as the indoor ambient temperature sensor for improving comfort;

● Fresh air can be connected; 

● Lift of water pump is 1000mm;

U-Match -  Outdoor Models
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within panel )

COMMERCIAL AC

Fixed-frequency Series

『U-MATCH』

Intelligent defrosting

High ESP

Compact design

Easier 
maintainability

Inner groove 
copper

Self-diagnosis Anti-cold 
function

High efficiencyQuality motor

Wide voltage 
range

Wide operation 
range

Auto clean

Comprehensive 
protection



within panel )

GUD50T/A-S GUD71T/A1-S GUD100T/A-S GUD125T/A-S GUD140T/A-S GUD160T/A-S

GUD50W/A-S GUD71W/A-S GUD100W/A-S GUD125W/A-S GUD140W/A-S GUD160W/A-S

220-240 - 50 - 1
0.035

44/39/35/31

412/341/282/235
700/580/480/400

735/674/559/500

570 x 570 x 265
698 x 653 x 295

620 x 620 x 47.5
701 x 701 x 125

950 x 950 x 52
1033 x 1038 x 112

17.0 / 22.0
168
378

3 6

108
216

84
168

72
144

23.0 / 30.0 31.0 / 38.0 33.0 / 41.0 36.0 / 44.0

840 x 840 x200
943 x 923 x 245 963 x 963 x 325

840 x 840 x 290
963 x 963 x 379

1250/1150/950/850 1500/1450/1350/1200 1800/1700/1500/1300 2000/1900/1600/1400
883/853/795/706 1059/1000/883/765 1177/1118/942/824

47/45/41/39 50/48/46/42 50/48/46/42 51/49/46/42 54/52/50/48
0.055 0.100 0.100 0.110 0.170

Sound Pressure ( SS / H / M / L )
R410A

Direct

20

22.0

96
41 / 44

1410

55/-/-

1.65 ( 2.20 )

3.21 / 3.62

5.30
18000

7.10
24200

10.10
34500

12.02
41000

14.00
47800

15.00
51200

10.96 / 12.37 10.96 / 11.62 10.14 / 11.73 9.11 / 11.11
3.21 / 3.40 2.97 / 3.44 2.67 / 3.26

9.55 / 11.63
2.80 / 3.41

9.48 / 12.34
2.78 / 3.62

7.40 ( 9.50 ) 9.60 ( 16.00 ) 16.30 ( 17.00 ) 20.00 ( 21.00 ) 26.00 ( 26.00 ) 25.80 ( 30.00 )
2.21 ( 3.68 ) 3.40 ( 3.70 ) 4.50 ( 4.70 ) 5.00 ( 5.60 ) 5.40 ( 6.20 )

56/-/- 55/-/- 58/-/- 59/-/- 60/-/-

2420 3750 4300

818 x 302 x 596 892 x 340 x 698
948 x 420 x 645 1029 x 458 x 750

920 x 370 x  790 940 x 460 x 820
1083 x 573 x 9731083 x 488 x 855

53 / 57 61 / 66 84 / 96 92 / 104 96 / 108

204
81
171

44
96

40
84

30.0 35.0 50.0

35
25
50

30
65

30
75

3/8”  ( 0.375 )
5/8”  ( 0.625 )1/2”  ( 0.500 )

1/4”  ( 0.250 )

Power Input ( R )

Input Current ( R ) A

220-240 - 50 - 1

Direct

Btu/h.W

COMMERCIAL AC

Inverter Series

『U-MATCH』

Intelligent defrosting

High ESP

Compact design

Easier 
maintainability

Inner groove 
copper

Self-diagnosis Anti-cold 
function

High efficiencyQuality motor

Wide voltage 
range

Wide operation 
range

Auto clean

Comprehensive 
protection

> All DC inverter design - high-efficiency DC brushless
motor was adopted. The efficiency of such motor will be

improved by over 30% compared with conventional AC
motor. The energy efficiency of the entire unit will be

improved by 15% under low frequency operation.


